
EXT/AP/KS-1, EXT/AP/KS-3, AP/KS-1 & AP/KS-3
• Functional design
• Easy to operate
• Use for secure override
• Easy clean surface (ideal for public areas)
• Footprint for mounting onto flush back box

ALTERNATIVES
• KS-2 (Momentary Operation)
• KS-EURO (Euro Key Switch)
• JMB/KS-1 (Latching Key Switch in Jamb Box)
• JMB/KS-3 (3 Position Key Switch in Jamb Box)
• WP-KS-1 (Weatherproof Key Switch)
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EXT/AP/KS-1, EXT/AP/KS-3, AP/KS-1 & AP/KS-3
• Key switch
• Latching operation
• Aluminium extrusion (EXT Only)
• Security screws (allen key type)
• Voltage free contacts
• 12-24VDC
• IP54 Rated
EXT/AP/KS-1 & AP/KS-1
• Supplied with 2 x keys (2803)
• 2 Position key switch
• Etched legend (ON - OFF)

EXT/AP/KS-3 & AP/KS-3
• Supplied with 2 x keys (606)
• 3 Position key switch
• Etched legend (HOLD OPEN - OFF - AUTO)    
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FEATURES OTHER PRODUCTS
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DIMENSIONS

EXT/AP/KS-1, EXT/AP/KS-3, AP/KS-1 & AP/KS-3
• 84x40x41 (mm) Surface
• 84x40 (mm) Flush
• 250g (Boxed)
• 210g (Unboxed)

CONTENTS

EXT/AP/KS-1, EXT/AP/KS-3, AP/KS-1 & AP/KS-3
• Key Switch
• Stainless Steel Plate (2mm)
• 2 x Keys
• 2 Security Screws
• Allen Key
• Aluminium Extrusion (EXT Only)
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